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1. LIDUR: Audkenning efnisins eda blondunnar og félagsins eda fyrirtaekisins

1.1. Vorukenni
ADDINOL Super 2T MZ 406

1.2. Videigandi og tilgreind notkun efnis eda bléndu og notkun sem radid er fra

1.3. Upplysingar um birgi 6ryggisbladsins

Framleidandi

Heiti fyrirtaekis: ADDINOL Lube Oil GmbH
Gebaude 4609
Gata: Am Haupttor
Stadur: D-06237 Leuna
Simi: +49 (0) 3461 845-0 Bréfasimi: +49 (0) 3461 845-555
Tolvupostur: info@addinol.de
Internet: www.addinol.de
Birgodasali
Heiti fyrirtaekis: Verkfeerasalan ehf
Gata: Sidumuli 9
Stadur: 1S-108 Reykjavik
Simi: +354 560 8888
Tolvupostur (Tengilidur): vis@vfs.is
Internet: https://vfs.is/
1.4. Neydarsimanumer: Eitrunarmidstod +354 543 2222/ 1000

2. LIDUR: Haettugreining

2.1. Flokkun efnisins eda bléndunnar
Reglugerd (EB) nr. 1272/2008
Pessi blanda flokkast ekki sem heettuleg samkvaemt reglugerd (EB) nr. 1272/2008.
2.2. Merkingaratridi
Reglugerd (EB) nr. 1272/2008
Sérstok merking a akvednum blondum
EUH210 Oryggisblad er faanlegt sé um pad bedid.
Frekari upplysingar um merkingar
Varan er flokku® og merkt samkvaemt EB tilskipunum eda vidkomandi landslégum.

2.3. Adrar haettur
Langvarandi/ tid snerting vid hud getur svipt hudina fitu og valdi® hidskemmdum.
Varan sem leki® er ma ekki leka i jordina.
Leyfid ekki dstjérnada losun vorunnar i umhverfid.

3. LIDUR: Samsetning innihaldsefna/upplysingar um innihaldsefni

3.2. Bléndur
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Heettulegir efnispaettir

CAS-nr. Efnaheiti Magn
EB-nr. |Skrérnr. |REACH-nr.
Flokkun (Reglugerd (EB) nr. 1272/2008)

64742-54-7 Distillates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified 50 - <60 %
265-157-1 | [01-2119484627-25
Asp. Tox. 1; H304

64741-76-0 Distillates (petroleum), heavy hydrocracked; Base oil unspecified 20-<25%
265-077-7 | [01-2119486951-26
Asp. Tox. 1; H304

9003-29-6 Polybutenes 20-<25%
500-004-7 | |
Asp. Tox. 1; H304

Allur texti H- og EUH-setninga: sja LIDUR 16.

Sértxek styrkleikamork, M-studlar og ATE

CAS-nr. EB-nr. [Efnaneiti Magn
Sértaek styrkleikamork, M-studlar og ATE

64742-54-7 265-157-1 |Disti||ates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified 50 - <60 %
gegnum hud: LD50 = > 5000 mg/kg; munnleg: LD50 = > 5000 mg/kg

64741-76-0 265-077-7 |Disti|lates (petroleum), heavy hydrocracked; Base oil unspecified 20-<25%
innéndunar: LC50 = > 5000 mg/l (gufur); gegnum hud: LD50 = > 5000 mg/kg; munnleg: LD50 =
> 5000 mg/kg

9003-29-6 500-004-7 |Po|ybutenes 20 - <25 %
innéndunar: LC50 = 4820 mg/l (gufur); gegnum had: LD50 = > 2000 mg/kg; munnleg: LD50 = >
10000 mg/kg

Audkenning efnisins eda bléndunnar
DMSO-Extrakt < 3 %, IP 346.

4. LIDUR: Radstafanir i skyndihjalp

4.1. Lysing a radstéfunum i skyndihjalp

Almennar upplysingar
Personuhlifar skyndihjalparfélks. Skipta um mengadan fatnad. Ekki setja tuskur sem gegndreyptar hafa veri®
med vorunni i buxnavasa.

Eftir innondun
Faerdu férnarlambid i ferskt loft. Setjid fornarlambid i hvild og haltu hita. Leitadu laeknis ef vandamal eru
vidvarandi.

Eftir snertingu vidé hud
Berist efnid a hud skal strax pvo med sapu og miklu Vatn og sapa. Skipta um mengadan fatnad. Ef um er ad
reeda hudertingu skal hafa samband vid laekni.

Eftir snertingu vid augu
Berist efnid i augu skal strax skola pau med miklu rennandi vatni i 10 til 15 minatur & medan augnlokunum
haldi® opnum og leita til augnlaeknis.

Eftir inntoku
EKKI framkalla uppkdst.

Skolid munn vandlega med vatni. Hringid samstundis i laekni.

4.2. Helstu skadleg einkenni oqg ahrif, baedi brad og tafin

Engar upplysingar tilteekar.
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4.3. Upplysingar um tafarlausa l2knisuménnun og sérstaka medferd sem porf er a
Skyndihjalp, afmengun, medferd sjukdémseinkenna.

5. LIDUR: Radstafanir vegna slokkviadgerda

5.1. Slokkvibunadur

Hentugur slokkvimidill
Froda. Slokkviduft Koltvisyringur (CO2) Vatnsudi
Ohentugur slokkvimidill
Kroftug vatnsbuna
5.2. Sérstakar haettur af voldum efnisins eda blondunnar

Ef eldur sleppur laus: Kolsyringur Koltvisyringur (CO2) Brennisteinsoxid Fosféroxid. Kofnunarefnisoxid (NOXx)
kinrok.

5.3. Radgjof fyrir slokkvilidsmenn
Ef eldur kemur upp: Notid sjalfbirgdan dndunarbunad.

Frekari upplysingar
Skipuleggid slokkviadgerdir i nagrenni eldsins. Ef kemur til elds og/eda sprengingar skal varast ad anda ad sér
eiturgufum. Mengudu slokkvivatni verdur ad safna sérstaklega. Ma ekki komast i yfirbordsvatn eda holreesi.

6. LIDUR: Radstafanir ef efni fer évart til spillis eda er losad fyrir slysni

6.1. Orygqgisradstafanir fyrir folk, hlifdarbinadur og neydarradstafanir
Almennar upplysingar

Mikil halkahaetta vegna leka eda hella nidur voru. Fjarlaegid alla moégulega ikveikjuvalda. Notid dndunarbunad
ef unnid er i gufum/ryki/uda.

6.2. Varudarradstafanir vegna umhverfisins
Ma ekki komast i yfirbordsvatn eda holraesi. Ef lofttegund sleppur Ut eda kemst i vatnaleidir, jardveg eda
nidurfoll skal tilkynna pad til videigandi yfirvalda. Komid i veg fyrir utbreidslu um steerra sveedi (t.d. med
afmoérkun eda oliugirdingum).

6.3. Adferdir og efni til afmorkunar og hreinsunar

Adrar upplysingar
Frasogi® med vokvabindandi efni (sandi, kisilgur, syru- eda almennum bindiefnum). Me&hondlid efni sem
safnad er upp eins og lyst er i hlutanum um férgun Urgangs. Hreinsid mengada hluti og svaedi vandlega i
samraemi vid umhverfisreglugerdir.

6.4. Tilvisun i adra lidi
Orugg medhéndlun: sja lié 7
Personubhlifar: sja lid 8
pattur 12: Vistfraedilegar upplysingar
Foérgun: sja lid 13

7. LIDUR: Medhondlun og geymsla

7.1. Varadarradstafanir um érugga medhondlun

Upplysingar um 6rugga medhondlun
Vinni® a vel loftreestum svaedum eda notid videigandi éndunarbunad. Fordist oliumist. Vid évarda medhondlun
parf ad nota stadbundna utblastursloftraestingu. Fordist snertingu vid hud, augu og fot.

Upplysingar um eld- og sprengivarnir
Haldié fra hita og neistagjofum — Bannad ad reykja.

Leidbeiningar um almennt hreinlaeti & vinnust6dum
Pvoid hendur fyrir pasur og eftir vinnu. Farid strax ur 6llum fotum sem éhreinkast hafa af efninu. Pvoi® mengud
fot fyrir endurnotkun. Neytid ekki matar, drykkjar eda tobaks vid notkun pessarar voru.

7.2. Orugg geymsluskilyrdi, b.m.t. vegna modgulegs 6samrymanleika
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Krofur um geymslurymi og ilat
Haldi® umbudum purrum og alveg lokudum til ad koma i veg fyrir mengun eda upptdku raka. Geymid ilat vel
lokad a svolum stad. Ma adeins geyma i upprunalegu ilati.
Bendingar um sameiginlega geymslu
Haldi® fra mat, drykk og dyrafodri.
Haldid fra: Oxunarefni.
Frekari upplysingar um geymsluskilyroi
Radlagdur geymsluhiti: 5 - 40°C
Verijid gegn: Hiti. Utfidlublatt lis/solarljés. Frosti.
7.3. Sértak, endanleg notkun
Frekari upplysingar: sja teeknilysingarblad.
8. LIDUR: Vahrifavarnir/persénuhlifar
8.1. Eftirlitsbreytur
DNEL-/DMEL-gildi
CAS-nr. | Efni
DNEL tegund Vahrifaleidir Anrif Gildi
64742-54-7 | Distillates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified
Starfsmadur DNEL, langtima innéndunar alteek 2,73 mg/m?®
Starfsmadur DNEL, langtima innéndunar a stadnum 5,68 mg/m?
Starfsmadur DNEL, langtima gegnum hud altaek 0,97 mg/kg
bw/dag
Neytandi DNEL, langtima inndndunar a stadnum 1,19 mg/m?
Neytandi DNEL, langtima munnleg altaek 0,74 mg/kg
bw/dag
64741-76-0 Distillates (petroleum), heavy hydrocracked; Base oil unspecified
Starfsmadur DNEL, langtima innéndunar altaek 2,73 mg/m?
Starfsmadur DNEL, langtima innéndunar a stadbnum 5,58 mg/m?
Starfsmadur DNEL, langtima gegnum hud altaek 0,97 mg/kg
bw/dag
Neytandi DNEL, langtima inndndunar a stadnum 1,19 mg/m?
Neytandi DNEL, langtima munnleg altaek 0,74 mg/kg
bw/dag
DNEL-/PNEC-gildi
CAS-r.  |Emi
Umhverfisholf | Gildi
64742-54-7 | Distillates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified
Fylgieitrun |9,33 mg/kg
64741-76-0 | Distillates (petroleum), heavy hydrocracked; Base oil unspecified
Fylgieitrun |9,33 mg/kg
Frekari upplysingar um vidmidunarmork
TWA: 5
STEL: 10

8.2. Vahrifavarnir
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Videigandi taeknilegt eftirlit
Tryggid videigandi loftreestingu, auk stadbundins utblasturs & mikilveegum stédum.
Varnar- og hreinlaetisradstafanir

Hlifdargleraugu/andlitsvorn

pétt lokud 6ryggisgleraugu. Pysk idnadarvidmid (DIN) / evropsk vidmid (EN): EN 166

Handhlifar

Nota verdur profada hlifdarhanska: Pysk idnadarvidmid (DIN) / evropsk vidmid (EN): EN ISO 374

Lengd notkunar med varanlegri snertingu: 480 min

Hentugt efni: NBR (Nitrilgdmmi)
pykkt hanskaefnis: 0.7 mm.

Notkunartimi me? tilfallandi snertingu (skvettur): 30 min

Hentugt efni: NBR (Nitrilgdmmi)
pykkt hanskaefnis: 0.4 mm

Verndadu hudina med pvi ad nota hudvorn.

Likamshlifar

Notid videigandi hlifdarfatnad. Skipta um mengadan fatnad. Ekki setja tuskur sem gegndreyptar hafa verié med

vorunni i buxnavasa.
Ondunargrima

Ef radstafanir vegna teeknilegs Utblasturs eda loftraestingar eru ekki mégulegar eda dnaegar parf ad vera med

6éndunargrimu.

9. LIDUR: Edlis- og efnafradilegir eiginleikar

9.1. Upplysingar um edlis- og efnafradilega grunneiginleika

Edlisastand:
Litur:

Lykt:
Lyktarmork:

Breytingar a edlisastandi
Braedslumark/frostmark:

Sudumark eda upphafs sudumark og
sudusvid:
Hellid Point:

Blossamark:
Eldfimi
Fastur/fliétandi:
Gas:
Sprengifimi
Engin gogn liggja fyrir
Nedri sprengimork:
Efri sprengimork:

flijotandi

rautt

eins og: Jardolia
ekki skilgreint

Engin gdgn liggja fyrir
ekki skilgreint

-36 °C

130 °C

Engin g6gn liggja fyrir

Engin gdgn liggja fyrir

Engin gogn liggja fyrir
Engin gdgn liggja fyrir

Préfunaradfero

ASTM D 7346
DIN EN ISO 2719
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Gléhitastig:
Sjalfsikveikjuhitastig
Fast efni:
Gas:

Nidurbrotshitastig:

pH-gildi:

Edlisseigja:

(vi® 100 °C)

Vatnsleysni:

Leysni i 66rum leysum
Engin gogn liggja fyrir

Deilistudull n-oktanol/vatn:

Gufuprystingur:

Edlismassi (vid 15 °C):

Hlutfallslegur edlismassi i gufuformi:

9.2. Adrar upplysingar

ekki skilgreint

Engin gdgn liggja fyrir
Engin gogn liggja fyrir
Engin gogn liggja fyrir

ekki skilgreint

8,9 mm?/s

nanast oleysanlegt

Engin gdgn liggja fyrir
Engin g6gn liggja fyrir

0,863 g/cm?
Engin g6gn liggja fyrir

Upplysingar er vid koma edlisranum haettuflokkum

Oxandi eiginleikar

Engin gogn liggja fyrir
Adrir 6ryggiseiginleikar
Fast efni:
Frekari upplysingar

Engin gdgn liggja fyrir

ASTM D 7042

DIN 51757

10. LIDUR: Stodugleiki og hvarfgirni

10.1. Hvarfgirni

Varan er stodug vid geymslu i edlilegum umhverfishita.

10.2. Efnafraedilequr stodugleiki

Blandan er efnafraedilega stédug vid radlégd geymsluskilyrdi, radlagda notkun og radlagt hitastig.

10.3. Moguleiki & haettulegu efnahvarfi

Engar heettulegar verkanir pekktar.

10.4. Skilyrdi sem ber ad varast

Sja kafla 7 Ekki er porf a frekari adgerdum.

Ekki ofhitna til ad fordast nidurbrot vegna hita.

10.5. Osamrymanleq efni
Bregst vid: Oxunarefni, sterk.

10.6. Heettuleg nidurbrotsefni

Ef eldur sleppur laus: Kolsyringur Koltvisyringur (CO2) Brennisteinsoxid Fosféroxid. Kofnunarefnisoxid (NOXx)

kinrok.

11. LIDUR: Eiturefnafraedilegar upplysingar

11.1. Upplysingar um hattuflokka eins og beir eru skilgreindir i reglugerd (EB) nr. 1272/2008

Brad eiturhrif

Uppfyllir ekki flokkunarvidmidun samkvaemt fyrirliggjandi gégnum.

Blandan er ekki préfud.
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CAS-nr. Efnaheiti
Vahrifaleidir [skammtur Tegund Lei6 |asters
64742-54-7 |Distillates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified
um munn LD50 > 5000 Rotta Study report (1982) OECD Guideline 401
mg/kg
gegnum hud LD50 > 5000 Kanina Study report (1982) OECD Guideline 402
mg/kg
64741-76-0 |Distillates (petroleum), heavy hydrocracked; Base oil unspecified
um munn LD50 > 5000 Rotta Study report (1982) OECD Guideline 401
mg/kg
gegnum hud LD50 > 5000 Kanina Study report (1982) OECD Guideline 402
mg/kg
vid innéndun (4 h) LC50 > 5000 Kanina
gufa mg/l
9003-29-6 Polybutenes
um munn LD50 > 10000 |[Rotta Study report (1986) OECD Guideline 401
mg/kg
gegnum hud LD50 > 2000 Rotta Study report (1996) OECD Guideline 402
mg/kg
vid inndndun (4 h) LC50 4820 mg/l |Rotta
gufa

Erting og atingareiginleikar

Uppfyllir ekki flokkunarvidmidun samkvaemt fyrirliggjandi gégnum.
Namandi ahrif

Uppfyllir ekki flokkunarvidmidun samkvaemt fyrirliggjandi gégnum.
Krabbameinsvaldandi ahrif/stokkbreytandi ahrif/eiturhrif @ axlun

Uppfyllir ekki flokkunarvidmidun samkvaemt fyrirliggjandi gégnum.
Sértaxk eiturhrif & markliffaeri - vahrif i eitt skipti

Uppfyllir ekki flokkunarviémidun samkvaemt fyrirliggjandi gégnum.

Sértxk eiturhrif & markliffeeri - endurtekin vahrif
Uppfyllir ekki flokkunarviémidun samkvaemt fyrirliggjandi gégnum.
Langvarandi / ti® snerting vid hud getur svipt hudina fitu og valdi® hudskemmdum.

Asvelgingarhatta
Uppfyllir ekki flokkunarvidmidun samkvaemt fyrirliggjandi gégnum.

Sérstok ahrif i dyratilraunum
Engin gogn liggja fyrir
11.2. Upplysingar um adrar haettur

Innkirtlatruflandi eiginleikar
a ekki vid

12. LIDUR: Vistfradilegar upplysingar

12.1. Eiturhrif
Engin gogn liggja fyrir

Blandan er ekki profud.
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CAS-nr. Efnaheiti
Eiturhrif i vatni | skammtur [ 1n] | [d] [Tegund [Leis Abferd
64742-54-7 Distillates (petroleum), hydrotreated heavy paraffinic; Baseoil - unspecified
Brad eiturhrif & fiska LL50 >100 96 h Study report OECD Guideline
mg/| (1995) 203
Brad eiturhrif & pérunga |ErC50 >100 72h
mg/I
Eiturhrif a fiska NOEC >= 1000 14 d|Oncorhynchus mykiss |CONCAWE, The aquatic
mg/l Brussels, Belgium [toxicity was
(2010) estimated by a
64741-76-0 Distillates (petroleum), heavy hydrocracked; Base oil unspecified
Brad eiturhrif & fiska LL50 >100 96 h Study report OECD Guideline
mg/| (1995) 203
Brad eiturhrif & pérunga |ErC50 >=100 72 h|Alge
mg/I
Eiturhrif & fiska NOEC >= 1000 14 d|Oncorhynchus mykiss |CONCAWE, The aquatic
mg/l Brussels, Belgium [toxicity was
(2010) estimated by a
9003-29-6 Polybutenes
Brad eiturhrif & fiska LC50 > 1,55 96 h|Cyprinus carpio Other company OECD Guideline
mg/I data (2002) 203
Brad eiturhrif 8 pérunga | ErC50 > 19,2 72 h|Desmodesmus Other company OECD Guideline
mg/I subspicatus data (2009) 201
Brad eiturhrif 4 EC50 >3,1 48 h Study report OECD Guideline
krabbadyr mg/l (2000) 202

12.2. pravirkni og nidurbrjétanleiki

Ekki audveldlega nidurbrjétanlegt (samkveemt OECD-vidmidum). Ma ekki komast i yfirbordsvatn eda holraesi.

12.3. Uppsofnun i lifverum

Engin gogn liggja fyrir

Deilistudull n-oktanél/vatn

CAS-nr. Efnaheiti Log Pow
9003-29-6 Polybutenes 76-738
Lifpéttnistudul

CAS-nr. Efnaheiti Lifpéttnistudul |Tegund Leid

9003-29-6 Polybutenes 314 - 1882 USEPA (2008)

12.4. Hreyfanleiki i jardvegi

Vegna litils vatnsleysanleika er varan nanast algjérlega vélreent adskilin i lifreenum skolphreinsistédvum.

12.5. Nidurstédur ur mati a8 PBT- og vPvB-eiginleikum.

Efnin i bléndunni uppfylla ekki skilyrdi fyrir PBT/vPvB samkvaemt REACH, vidauka XIII.
12.6. Innkirtlatruflandi eiginleikar

Varan inniheldur ekki efni sem hefur truflandi ahrif a starfsemi innkirtla i lifverum utan markhéps par sem engir

efnispeettir pess uppfylla skilyrdin.
12.7. Onnur vahrif

Engin gogn liggja fyrir

Frekari upplysingar
Leyfid ekki ostjéornada losun vérunnar i umhverfid.

13. LIDUR: Forgun
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13.1. Adferdir vid medhondlun urgangs

Radleggingar um férgun

Ma ekki komast i yfirbordsvatn eda holraesi.

Forgunarnumer fyrir efnaleifar/6notadar vorur
130205  OLIUURGANGUR OG URGANGUR FLJOTANDI ELDSNEYTIS (NEMA MATAROLIUR OG OLIUR

TILGREINDAR | KOFLUM 05, 12 OG 19); Vélar-, gir- og smuroliudrgangur; Okléradar vélar-, gir- og

smuroliur ur jardoliu; haettulegur argangur

Mengadar umbudir

Mengadar umbudir parf ad teema ad fullu og paer ma endurnyta eftir videigandi hreinsun. Fargid urgangi
samkvaemt videigandi |16ggjof. Farga parf umbudum sem ekki er haegt ad hreinsa a tilhlydilegan hatt.

14. LIDUR: Upplysingar um flutninga

Flutningar a landi (ADR/RID)
14.1. UN-numer eda kenninumer: -
14.2. Rétt UN-sendingarheiti: -
14.3. Heettuflokkur eda -flokkar -
vegna flutninga:
14.4. Pokkunarflokkur: -
Flutningar & skipgengum vatnaleidum (ADN)
14.1. UN-numer eda kenninumer: -
14.2. Rétt UN-sendingarheiti: -
14.3. Heettuflokkur eda -flokkar -
vegna flutninga:
14.4. Pokkunarflokkur: -
Sjoflutningar (IMDG)
14.1. UN-numer eda kenninumer: -
14.2. Rétt UN-sendingarheiti: -
14.3. Heettuflokkur eda -flokkar -
vegna flutninga:
14.4. Pokkunarflokkur: -
Loftflutningar (ICAO-TI/IATA-DGR)
14.1. UN-numer eda kenninumer: -
14.2. Rétt UN-sendingarheiti: -
14.3. Heettuflokkur eda -flokkar -

vegna flutninga:
14.4. Pokkunarflokkur: -

14.5. Umhverfishaettur

HATTULEGT UMHVERFINU: Nei
14.7. Flutningar bulkafarms a sjé skv. gerningi Alpjédasiglingamalastofnunarinnar

a ekki vid
Adrar videigandi upplysignar

Ekki heettulegur farmur meé tilliti til pessara flutningaregla.

15. LIDUR: Upplysingar vardandi regluverk

15.1. Sértek akvadi/logqgjof fyrir efnid eda blonduna vegna 6ryggis, heilbrigidis og umhverfis

Upplysingar um reglur videigandi lands

Heettuflokkur fyrir vatn (Pyskaland): 1 - orlitid haettulegur fyrir vatn
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15.2. Efnadryggismat
Efnadryggismat hefur ekki verid framkvaemt fyrir efni i pessari bléndu.

16. LIDUR: Adrar upplysingar

Breytingar
Oryggisbladid inniheldur breytingar fra fyrri Gtgafu i kéflum: 1,4,5,6,7,9,10,11,12,15,16.

Skammstafanir og upphafsstafaord
Um skammstafanir og upphafsstafi, sja: ECHA Guidance on information requirements and chemical safety
assessment — kafli R.20 (hugtakaskra og skammstafanir).

Videigandi H- og EUH-setningar (Nimer og 6styttur texti)
H304 Getur verid banvaent vid inntdku ef pad kemst i dndunarveg.
EUH210 Oryggisblad er faanlegt sé um pad bedid.

Audkenning efnisins eda blondunnar
bessi blanda er flokkud sem haettulaus samkvaemt reglugerd (EB) nr. 1272/2008 [CLP].

Upplysingarnar hér ad ofan lysa eingdngu 6ryggiskréfum vérunnar og eru byggdar a vitneskju okkar a peim
tima sem petta er ritad. Upplysingunum er eetlad ad veita pér radleggingar varéandi érugga medhdndlun
vorunnar, sem nefnd er i pessu 6ryggisbladi, vid geymslu, vinnslu, flutning og férgun. Ekki er heegt ad nota
upplysingarnar fyrir adrar vorur. Ef varan blandast saman vi® adrar vorur eda, ef um vinnslu er ad reeda, eru
upplysingarnar a pessu 6ryggisbladi ekki endilega i gildi fyrir nyja tilbuna efnid.

Méttakandi vérunnar ber einn abyrgd a pvi ad fara eftir gildandi Idgum og reglugerédum.

(G6gnin um heettulegu innihaldsefnin voru 6éll fengin ur sidustu atgafu af éryggisbladi birgdasalans.)
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