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1. IEDALA: Vielas/maisijuma un uznéméjsabiedribas/uznemuma identificeSana

1.1. Produkta identifikators
ADDINOL Legends 10W-40

1.2. Vielas vai maisijuma butiskie identificétie lietoSanas veidi un neieteicamie lietoSanas veidi

Vielas/maisijuma lietoSanas veids
Motorella.

1.3. Informacija par drosibas datu lapas piegadataju

Razotajs
Firmas nosaukums:

lela:

Vieta:

Telefons:
E-pasts:

Persona izzinam:
Internet:

Izzinas sniedzo8a nodala:

Piegadatajs
Firmas nosaukums:
lela:

ADDINOL Lube Oil GmbH
Gebéaude 4609

Am Haupttor

D-06237 Leuna

+49 (0) 3461 845-0
info@addinol.de

Application Technology
www.addinol.de

ADDINOL Application Technology

Telefakss: +49 (0) 3461 845-555

SIAADDINOL Latvia
Katlakalna iela 11C

Vieta: LV-1073 Riga

Telefons: +371 6721 8200 Telefakss: +371 6721 8201
E-pasts: info@addinol.lv

Internet: http://www.addinol.lv

112
+371 67042473

1.4. Talruna numurs, kur zvanit

arkartas situacijas:

2. IEDALA: Bistamibas apzinasana

2.1. Vielas vai maisijuma klasifikacija

Regula (EK) Nr. 1272/2008
Aquatic Chronic 3; H412

H frazu teksts: skatiet 16. IEDALA.
Maistjums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné [CLP].
2.2. Markéjuma elementi
Regula (EK) Nr. 1272/2008
Bridinajuma uzraksti

H412 Kaitigs Gdens organismiem ar ilgsto§am sekam.
Drosibas prasibu apziméjumi
P273 Izvairities no izplatiS8anas apkartéja vide.
P501 Atbrivoties no satura/tvertnes ripnieciska sadedzinasanas iekarta.

Apziméjums
Produkts ir klasificeéts un markéts saskana ar spéka esosajiem likumiem un EK direktivam.
2.3. Citi apdraudéjumi
ligstoSa/ atkartota saskarsme ar adu var iedarboties attaukojoSi vai veicinat dermatitu.
Nelaujiet izlijuSajam produktam iesikties zemé.
Nelaujiet produktam nekontroléti nonakt vide.
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3. IEDALA: Sastavs/informacija par sastavdalam

3.2. Maisijumi

Butiskas sastavdalas

CAS Nr. Nosaukums Dala
EK Nr. [Indeksa Nr. [REACH Nr.
Klasifikacija (Regula (EK) Nr. 1272/2008)

64741-88-4 Distillates (petroleum), solvent-refined heavy paraffinic 80 -<100 %
265-090-8 | [01-2119488706-23
Asp. Tox. 1; H304

64742-54-7 Distillates (petroleum), hydrotreated heavy paraffinic 10-<20%
265-157-1 | [01-2119484627-25
Asp. Tox. 1; H304

722503-68-6  |Benzenesulfonic acid, methyl-, mono-C20-24-branched alkyl derivs., calcium salts 0,1-<0,3%
682-816-2 | [01-2119985162-35
Skin Sens. 1B; H317

121158-58-5 |fenols, dodecil-, sazarotas virknes <0,1%
310-154-3 |604-092-00—9 |01-2119513207-49
Repr. 1B, Skin Corr. 1C, Eye Dam. 1, Aquatic Acute 1, Aquatic Chronic 1; H360F H314 H318
H400 H410

H un EUH fraZu teksts: skatiet 16. iedala.

Specifiskas robezkoncentracijas, m koeficienti un ATE

CAS Nr. EK Nr. |Nosaukums Dala
Specifiskas robezkoncentracijas, m koeficienti un ATE

64741-88-4 265-090-8 |Disti||ates (petroleum), solvent-refined heavy paraffinic 80 - < 100 %
dermals: LD50 = > 5000 mg/kg; orals: LD50 = > 5000 mg/kg

64742-54-7 265-157-1 |Disti|lates (petroleum), hydrotreated heavy paraffinic 10-<20 %
dermals: LD50 = > 5000 mg/kg; orals: LD50 = > 5000 mg/kg

121158-58-5 |310-154-3 |feno|s, dodecil-, sazarotas virknes <0,1%
dermals: LD50 = ca. 15000 mg/kg; orals: LD50 = 2100 mg/kg Aquatic Acute 1; H400: M=10
Aquatic Chronic 1; H410: M=10

Papildus noradijumi
DMSO-Extract < 3 %; IP 346. Klasifikacijas sistéma: klasifikacija atbilst spéka esoSajiem ES katalogiem,
informacija tiek papildinata no nozares literatiras un uznémuma sniegtas informacijas.

4. IEDALA: Pirmas palidzibas pasakumi

4.1. Pirmas palidzibas pasakumu apraksts

Vispareéjie noradijumi
Pirmas mediciniskas palidzibas sniedzé&ja personigas drosibas I1dzekli. Nomainiet kontaminéto apgérbu.
Nenésajiet kabatas ar produktu nosmeérétas tiriSanas lupatas.

Ja ieelpots
CietuSo personu nogadajiet svaiga gaisa. CietuSo personu nomieriniet un nodrosiniet siltumu. ligtermina
stdzibu gadijumos vérsieties pie arsta.

Ja noklist uz adas

Ja noklGst uz adas, nekavéjoties skalot ar lielu daudzumu Udens un ziepém. Nomainiet kontaminéto apgérbu.

Acu kairindjuma gadijumos vérsieties pie arsta.
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Ja noklust acis
Nekavéjoties izskalojiet zem tekoSa Gdens plakstiniem esot atvértiem - 5 [ildz 10 minates. Péc tam apmeklgjiet
acu arstu.

Ja norits
NEIZRAISIT vems$anu.

Rapigi izskalojiet muti ar Gdeni. Nekavéjoties izsauciet arstu.

4.2. Svarigakie simptomi un ietekme — akiti un aizkavéti
Informacija nav pieejama.

4.3. Norade par nepiecieSamo neatliekamo medicinisko palidzibu un ipasu apripi
Pirma mediciniska palidziba, dekontaminacija, simptomu arstésana.

5. IEDALA: Ugunsdzésibas pasakumi

5.1. Ugunsdzeésibas lidzekli

Pieméroti ugunsdzésibas lidzekli

Putas. Uguns dzéSanas pulveris. Oglekla dioksids (CO2). Izsmidzinams Gdenis.
Nepieméroti ugunsdzésibas lidzekli

Spéciga tdens strikla.

5.2. Ipasa vielas vai maisijuma izraisita bistamiba
Ugunsgréka gadijuma var rasties: Oglekla mono-oksids Oglekla dioksids (CO2). Slapekla okstds (NOx).
sodréji.

5.3. leteikumi ugunsdzéséjiem
Ugunsgréka gadijuma: Valkajiet autonomu elpoSanas aizsargierici.

Papildus noradijumi
Pielagojiet ugunsdzésanas pasakumus attiecigajai videi. Personu aizsardzibas un tvertnu atdzeséSanas
vajadzibam bistamaja zona nodroSiniet Gdens striklas padeves iekartu. Ugunsgréka vai eksplozijas gadijuma
neieelpot dimus. Kontaminéto dzéSanai izmantoto Gdeni savaciet atseviski. Nelaujiet nonakt ddenos vai
kanalizacija.

6. IEDALA: Pasakumi nejausas nopludes gadijumos

6.1. Individualas droSibas pasakumi, aizsardzibas lidzekli un procediiras arkartas situacijam
Vispariga informacija
Produkta izliSanas/ izbirSanas gadijuma pastav slidéSanas risks. Aizvaciet visus iesp&jamos uzliesmoSanas
avotus. Ja pastav tvaiku, puteklu un aerosola ietekmes riska faktori, izmantojiet elpcelu aizsargridzek|us.
Izvairieties no saskarsmes ar adu, acim un drébém.

6.2. Vides drosSibas pasakumi
Nelaujiet nonakt Gdenos vai kanalizacija. Gazes izplides vai iekluSanas ddenos, zemé vai kanalizacija
gadijuma informéjiet atbildigas iestades. Izvairieties no izplati$anas pa virsmu (pieméram, norobezojot vai
izveidojot ellas aizsprostus).

6.3. Lokalizacijas (ierobezosanas) un savak$anas panémieni un materiali

Cita informacija
Savaciet ar Skidrumu uzsdcoSam saistvielam (smiltis, diatomTtu, skabju vai universalas saistvielas). Savakto
vielu utilizéjiet saskana ar noradijumiem instrukcijas nodala. levérojot vides aizsardzibas noteikumus - rapigi
notiriet nosmérétos priekSmetus, gridas.

6.4. Atsauce uz citam iedalam
Drosa lietoSana: skatiet iedala 7
Personala aizsardziba: skatiet iedala 8
12. iedala: Ekologiska informacija
Atkritumu utilizacija: skatiet iedala 13
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7. IEDALA: ApieSanas un glabasana

7.1. Drosa apieSanas un tai vajadzigie piesardzibas pasakumi

Noradijumi drosai lietoSanai
Stradajiet zonas ar labu ventilaciju vai ar elpoSanas filtru. |zvairieties no ellas miglas veidoSanas. Atklatas
lietoSanas gadijuma izmantojiet lokalas nostkSanas iekartas. Izvairieties no saskarsmes ar adu, acim un
drébém.
Noradijumi ugunsgréka un spradziena novérsanai
Sargat no uguns - nesméket. Veikt droStbas pasakumus, lai pasargatu no statiskas elektribas iedarbibas.
Visparéjas darba higiénas ieteikumus
Pirms partraukumiem un péc darba nomazgajiet rokas. Nekavéjoties novilkt notraipito apgérbu. Izmazgajiet
nosméréto apgérbu pirms lietojiet to atkal. Darba vieta ir aizliegts ést, dzert, sméket vai sméekeét.

7.2. Drosas glabasanas apstakli, tostarp visu veidu nesaderiba

Prasibas uzglabasanas telpam un tvertném
Turiet iepakojumu sausu un stingri noslégtu, lai izvairttos no piesarnosanas un mitruma uzsidkSanas. Uzglabat
cieSi noslégtu vésa vieta. Turét/uzglabat tikai originalaja tvertné.
Noradijumi par uzglabasanu kopéja noliktavas telpa
Neuzglabat kopa ar partiku vai dzivnieku bartbu.
Turiet drosa attdluma no: Oksidétajs
Talaka informacija par uzglabasanas apstakliem
leteicama uzglabasanas temperatira: 5 - 40°C
Aizsardziba pret: karstums. UV starojums/ saules gaisma. sals.

7.3. Konkréts(-i) galalietoSanas veids(-i)

Motorella. Detalizétas norades: skatiet tehnisko datu lapa.

8. IEDALA: Ekspozicijas kontrole/individuala aizsardziba

8.1. Kontroles parametri
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DNEL/DMEL veértibas

CAS Nr. | Nosaukums
DNEL tips Ekspozicijas cel$ letekme Veértiba
64741-88-4 | Distillates (petroleum), solvent-refined heavy paraffinic
Darba néméjs DNEL, ilgtermina ieelpojams sistémisks 2,73 mg/m?
Darba néméjs DNEL, ilgtermina ieelpojams vietgjs 5,58 mg/m?
Darba néméjs DNEL, ilgtermina dermals sistémisks 0,97 mg/kg
kermena
svara/diena
Patérétajs DNEL, ilgtermina ieelpojams vietgjs 1,19 mg/m?
Patérétajs DNEL, ilgtermina orals sistémisks 0,74 mg/kg
kermena
svara/diena
64742-54-7 Distillates (petroleum), hydrotreated heavy paraffinic
Darba néméjs DNEL, ilgtermina ieelpojams sistémisks 2,73 mg/m?
Darba néméjs DNEL, ilgtermina ieelpojams vietéjs 5,58 mg/m?
Darba némeéjs DNEL, ilgtermina dermals sistémisks 0,97 mg/kg
kermena
svara/diena
Patérétajs DNEL, ilgtermina ieelpojams vietéjs 1,19 mg/m?
Patérétajs DNEL, ilgtermina orals sistémisks 0,74 mg/kg
kermena
svara/diena
121158-58-5 | fenols, dodecil-, sazarotas virknes
Darba néméjs DNEL, akdts ieelpojams sistémisks 44,18 mg/m?
Darba némeéjs DNEL, ilgtermina dermals sistémisks 0,25 mg/kg
kermena
svara/diena
Darba néméjs DNEL, akdts dermals sistémisks 166 mg/kg
kermena
svara/diena
Patérétajs DNEL, ilgtermina ieelpojams sistémisks 0,79 mg/m?
Patérétajs DNEL, akats ieelpojams sistémisks 13,26 mg/m?
Patérétajs DNEL, ilgtermina dermals sistémisks 0,075 mg/kg
kermena
svara/diena
Patérétajs DNEL, akats dermals sistémisks 50 mg/kg kermena
svara/diena
Patérétajs DNEL, ilgtermina orals sistémisks 0,075 mg/kg
kermena
svara/diena
Patérétajs DNEL, akats orals sistémisks 1,26 mg/kg
kermena
svara/diena
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PNEC veértibas

CAS Nr. | Nosaukums

Vides joma |Vértha

64741-88-4 | Distillates (petroleum), solvent-refined heavy paraffinic

Sekundara saindéSanas |9,33 mg/kg

64742-54-7 | Distillates (petroleum), hydrotreated heavy paraffinic

Sekundara saindéSanas |9,33 mg/kg

121158-58-5 |feno|s, dodecil-, sazarotas virknes

Saldidens 0,000074 mg/I
Saldudens (intermitéjosa vielas izdali$anas) 0,00037 mgl/l
Juras Gdens 0,000007 mg/I
Nosédumi saldadent 0,226 mg/kg
Nosédumi jara 0,027 mg/kg
Sekundara saindéSanas 4 mg/kg
Mikroorganismi notekudenu attirisanas sistémas 100 mg/l
Augsne 0,118 mg/kg

Papildnoradijumi robezvertibam
Recommended limit value for oil mist
TWA: 5 mg/m?3
STEL: 10 mg/m?®

Produkts nesatur paaugstinatus specifisko vielu daudzumus. Par pamatu tiek nemti véra izstradatie kontroles

noteikumi.
8.2. Ekspozicijas kontrole

Atbilstosa tehniska parvaldiba
Nodrosiniet pietiekamu ventilaciju kritiskajas vietas un lokalu nosdksanu.
Individualie aizsardzibas pasakumi, pieméram, individualie aizsardzibas lidzekli

Acu/sejas aizsardziba
Blvi aizsedzoSas aizsargbrilles. DIN standarti/ EN standarti: DIN EN ISO 16321

Roku aizsardziba
Ir jalieto parbaudrttus aizsargcimdus: DIN standarti/ EN standarti: EN ISO 374

Noslogojums pastavigas saskarsmes gadijuma: 480 min
AtbilstoSs materials: NBR (Nitrila gumija).
Cimdu materiala biezums: 0.7 mm.

Noslogojums diena periodiskas saskarsmes gadijumos ($lakatas): 30 min
AtbilstoSs materials: NBR (Nitrila gumija).
Cimdu materiala biezums: 0.4 mm

Preventativi pasakumi adas aizsardzibai izmantojot aizsargsmeri.
Adas aizsardziba

Izmantot piemérotu aizsargapgérbu. Nomainiet kontaminéto apgérbu. Nenésajiet kabatas ar produktu

nosmeérétas tiridanas lupatas.
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Elpos$anas organu aizsardziba

Ja nav iesp&jams nodro$inat nosdkSanas vai ventilacijas iekartas vai arT tas ir nepietiekamas, jalieto elpcelu
aizsarglizek|i. ElpoSanas celu aizsardziba ar filtru pret A tipa organiskdm gazém un tvaikiem - virSanas
temperatira> 65 ° C: A1: <1000 ppm; A2: <5000 ppm; A3: <10 000 ppm.

9. IEDALA: Fizikalas un kimiskas ipaSibas

9.1. Informacija par fizikalajam un kimiskajam pamatipasibam

Agregatstavoklis: skidrs
Krasa: briins
Smarza: saskana ar: mineralella.

Smarzas slieksnis: nav noteikts

KuS$anas punkts/sasal$anas punkts:
VirSanas punkts vai sakotnéjais virSanas
punkts un virSanas temperatiras
diapazons:
Uzliesmojamiba:
Apak3éja spradziena robeza:
Augséja spradziena robeza:
UzliesmoSanas temperatira:
Pasuzliesmosanas temperatira:
NoardiSanas temperatira:
pH:
Kinematiska viskozitate:

(pie 100 °C)
Skidiba aden:

Nav pieejami dati
Sadalijuma koeficients
(n-oktanols-Gdens):

Tvaika spiediens:
Blivums (pie 15 °C):
Relativais tvaika blivums:
Dalinu raksturlielumi:

9.2. Cita informacija
Informacija par fizikalas bistamibas klasém
Spradzienbistamiba
Nav pieejami dati
PasaizdegSanas temperatira
cietvielam:
gazém:
Oksidésanas TpaSibas
Nav pieejami dati
Citi drosibas raksturlielumi
Relativais iztvaikoSanas atrums:
PlGstamibas zuduma punkts:

Nav pieejami dati
Nav pieejami dati

Nav pieejami dati
Nav pieejami dati
Nav pieejami dati
245 °C

Nav pieejami dati
Nav pieejami dati
nav piemeérojams
13,5 mm?/s

gandriz neskistoss

Nav pieejami dati

Nav pieejami dati

0,857 g/cm?®
Nav pieejami dati
Nav pieejami dati

Nav pieejami dati
Nav pieejami dati

Nav pieejami dati
-39°C

Parbaudes norma

DIN EN ISO 2592

ASTM D 7042

DIN 51757

ASTM D 7346

10. IEDALA: Stabilitate un reagétspéja

10.1. Reagétspéja
Produkts ir stabils, glabajot normala vides temperatara.

10.2. Kimiska stabilitate
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leteiktajos glabadanas, lietoSanas un temperatiiras apstaklos maisijums ir Kimiski stabils.
10.3. Bistamu reakciju iespéjamiba

Nav zinamas bistamas reakcijas.

10.4. Nepielaujami apstakli
Sk. 7 nodalu Tpasi papildus pasakumi nav nepieciesami.

Lai izvairttos no termiskas sadaliSanas, produktu nedrikst parkarsét.

10.5. Nesaderigi materiali
Reagé ar : Oksidétajs, stipras iedarbibas. Skabe.

10.6. Bistami sadaliSanas produkti

Ugunsgréka gadijuma var rasties: Oglekla mono-oksids Oglekla dioksids (CO2). Slapekla oksids (NOx).
sodréji.

11. IEDALA: Toksikologiska informacija

11.1. Informacija par Requla (EK) Nr. 1272/2008 definétajam bistamibas klasém

Akuts toksiskums
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
MaisTjums nav parbaudits.
ETAmél aprékinats
ATE (caur muti) > 2000 mg/kg; ATE (adu) > 2000 mg/kg; ATE (ieelpojot tvaiki) > 20 mg/l; ATE (ieelpojot
putekli/migla) > 5 mgl/l

CAS Nr. Nosaukums

Ekspozicijas cel§ |Deva |Sugas |Avots |Metode

64741-88-4 |Distillates (petroleum), solvent-refined heavy paraffinic

caur muti LD50 > 5000 Zurka Study report (1982) OECD Guideline 401
mg/kg
adu LD50 > 5000 Trusis Study report (1982) OECD Guideline 402
mg/kg
64742-54-7 |Distillates (petroleum), hydrotreated heavy paraffinic
caur muti LD50 > 5000 Zurka Study report (1982) OECD Guideline 401
mg/kg
adu LD50 > 5000 Trusis Study report (1982) OECD Guideline 402
mg/kg
121158-58-5 |fenols, dodecil-, sazarotas virknes
caur muti LD50 2100 Zurka Publication (1978) OECD Guideline 401
mg/kg
adu LD50 ca. 15000 |Trusis Study report (1968) OECD Guideline 402
mg/kg

Kairinamiba un kodigums
Kodigs/kairino8s adai: Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Nopietni acu bojajumi/acu kairinajums: Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas
kritérijiem.
Sensibilizéjosa iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Vézi izraisos$a, iedzimtibu mainosa, ka ari vairoSanos apdraudosa iedarbiba
Cilmes $0nu mutagenitate: Pamatojoties uz pieejamajiem datiem, neatbilst klasificESanas kritérijiem.
Kancerogenitate: Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Toksisks reproduktivai sist€mai: Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
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Toksiska ietekme uz mérkorganu, vienreizéja iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
Toksiska ietekme uz mérkorganu, atkartota iedarbiba
Pamatojoties uz pieejamajiem datiem, neatbilst klasificéSanas kritérijiem.
ligstoSa/ atkartota saskarsme ar adu var iedarboties attaukojosi vai veicinat dermatitu.
Bistamiba ieelpojot
Pamatojoties uz pieejamajiem datiem, neatbilst klasificé$anas kritérijiem.
11.2. Informacija par citiem apdraudéjumiem

Endokrini disruptivas 1pasibas
nav piemérojams

12. IEDALA: Ekologiska informacija

12.1. Toksicitate

Kaitigs Gdens organismiem ar ilgstoSam sekam.
MaisTjums nav parbaudits.

CAS Nr. Nosaukums
Udens toksicitate |Deva | [h] ] [d] |Sugas |Avots Metode
64741-88-4 Distillates (petroleum), solvent-refined heavy paraffinic
Akdta toksicitate zivim LL50 > 100 96 h|Pimephales promelas Study report OECD Guideline
mg/l (1995) 203
Toksicitate zivim NOEC >= 1000 14 d|Oncorhynchus mykiss |CONCAWE, The aquatic
mg/l Brussels, Belgium [toxicity was
(2010) estimated by a
64742-54-7 Distillates (petroleum), hydrotreated heavy paraffinic
Akata toksicitate zivim LL50 >100 96 h|Pimephales promelas Study report OECD Guideline
mg/l (1995) 203
Akata algu toksicitate ErC50 >100 72h
mg/I
Toksicitate zivim NOEC >= 1000 14 d|Oncorhynchus mykiss |CONCAWE, The aquatic
mg/l Brussels, Belgium [toxicity was
(2010) estimated by a
121158-58-5 |fenols, dodecil-, sazarotas virknes
Akuta toksicitate zivim LL50 40 mgl/l 96 h|Pimephales promelas Study report OECD Guideline
(1994) 203
Akdta algu toksicitate ErC50 0,15 72 h|Desmodesmus Study report OECD Guideline
mg/I subspicatus (2005) 201
Akdata toksicitate EC50 0,037 48 h|Daphnia magna Study report OECD Guideline
crustacea mg/l (2005) 202
Toksicitate crustacea NOEC 0,004 21 d|Daphnia magna Study report OECD Guideline
mg/l (2005) 211
Akata baktériju EC50 > 1000 3 h|activated sludge of a Study report OECD Guideline
toksicitate mg/l () predominantly (2004) 209
industrial sew

12.2. Noturiba un noardamiba

Saskana ar OECD kritérijiem biologiski nav viegli noardams. Nelaujiet nonakt Gdenos vai kanalizacija.
12.3. Bioakumulacijas potencials
Nav pieejami dati

Sadalijuma koeficients $éidibas n-oktanola attieciba pret Séidibu Gdenit

CAS Nr. Nosaukums

Log Pow

121158-58-5 fenols, dodecil-, sazarotas virknes

7,14
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BCF
CAS Nr. Nosaukums BCF Sugas Avots
121158-58-5 fenols, dodecil-, sazarotas virknes 289 Oncorhynchus mykiss Study report (2006)

12.4. Mobilitate augsné

Nemot véra produkta zemo Skidibas [Tmeni, biologiskajas attiriSanas iekartas to atdala mehaniski.
12.5. PBT un vPvB ekspertizes rezultati

Vielas maisijuma neatbilst PBT/vPvB kritérijiem saskana ar REACH XlII pielikumu.
12.6. Endokrini disruptivas ipasibas

Sis izstradajums nesatur vielu, kam piemTt spéja izraisTt endokrinas sistémas traucéjumus nemérka
organismiem, jo neviens komponents neatbilst kritérijiem.

Papildus noradijumi

Nelaujiet produktam nekontroléti nonakt vide.

13. IEDALA: ApsaimniekoSanas apsveérumi

13.1. Atkritumu apstrades metodes

Noradijumi novaksanai (otrreizéjai parstradei)
Nedrikst izmest kopa ar sadzives atkritumiem. Nelaujiet nonakt Gdenos vai kanalizacija.

Izlietoto produktu atkritumu
ELLU ATKRITUMI UN éKIDRA KURINAMA ATKRITUMI (IZNEMOT PARTIKAS ELLAS, KA ARIT 05.,
12. un 19. NODALA MINETAS ELLAS); motorellu, parnesumu ellu un smérellu atkritumi; nehlorétas

130205

motorellas, parnesumu ellas un smérellas uz mineralellu bazes; bistamie atkritumi

Sasmeérétu iesainojumu novaksana un ieteicamie lidzekli
Kontaminétos iepakojumus ir pilniba jaiztukSo, péc atbilstoSas tiri8anas tos var izmantot atkartoti. Utilizacija
javeic saskana ar atbildigo institlciju noradijumiem. lepakojumus, kurus nav iespéjams iztirit, atbilstoSi

jautilize.

14. IEDALA: Informacija par transportéSanu

Sauszemes transports (ADR/RID)

14.1. ANO numurs vai ID numurs:

14.2. ANO oficialais kravas

nosaukums:
14.3. TransportéSanas bistamibas

klase(-es):

14.4. lepakojuma grupa:

Upju un ezeru kugniecibas transports (ADN)

14.1. ANO numurs vai ID numurs:

14.2. ANO oficialais kravas

nosaukums:

14.3. TransportéSanas bistamibas

klase(-es):

14.4. lepakojuma grupa:

Juras kugniecibas transports (IMDG)

14.1. ANO numurs vai ID numurs:

14.2. ANO oficialais kravas

nosaukums:
14.3. TransportéSanas bistamibas

klase(-es):

14.4. lepakojuma grupa:

Gaisa transports (ICAO-TI/IATA-DGR)
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14.1. ANO numurs vai ID humurs: -
14.2. ANO oficialais kravas -
nosaukums:

14.3. TransportéSanas bistamibas -

klase(-es):
14.4. lepakojuma grupa: -

14.5. Vides apdraudéjumi
BISTAMS VIDEI: Né
14.6. Ipasi piesardzibas pasakumi lietotajiem
Unless specified otherwise, general measures for safe transport must be followed.
14.7. Beztaras kravu jiras parvadajumi saskana ar SJO instrumentiem
nav piemérojams

Papildus noradijumi transportam
Nav klasificéjama ka bistama krava transportéSanas noteikumu nozime.

15. IEDALA: Informacija par reguléjumu

15.1. DroSibas, veselibas un vides jomas noteikumi/normativie akti, kas ipasi attiecas uz vielu un maisijumu

ES reglamentéjosa informacija

Atlaujas (REACH, XIV pielikumu):
Viela, kas rada lielas bazas, SVHC (REACH, 59. pants):
fenols, dodecil-, sazarotas virknes

LietoSanas ierobezojumi (REACH, XVII pielikumu):
leraksts 3, leraksts 28, leraksts 30, leraksts 75

Nacionala normativa rakstura informacija
Udens apdraudéjuma kategorija 1 - nedaudz kaitigs Gdenim
(Vacija):

15.2. Kimiskas drosibas novértéjums

Vielam, ko satur Sis maisijums, nav veikts vielu kimiskas droSibas novértéjums.

16. IEDALA: Cita informacija

Izmainas
Saja drogibas datu lapa, salidzinot ar iepriek$&jo versiju, izdaritas izmainas punkta(-os):
2,3,4,5,6,7,8,9,10,11,12,16.
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Saisinajumi un akronimi
Asp. Tox: Bistams ieelpojot
Skin Corr: Kodigs adai
Eye Dam: Nopietni acu bojajumi
Skin Sens: Sensibilizacija nonakot saskaré ar adu
Repr: Toksisks reproduktivai sistémai
Aquatic Acute: Akita bistamiba Gdens videi
Aquatic Chronic: Hroniska bistamiba tdens videi
Saisinajumus un akronimus skat. ECHA: Vadlinijas par informacijas prasibam REACH konteksta, R.20 nodalu
(Jédzienu un saisindjumu saraksts).
ADR - Eiropas Noligums par starptautiskiem bistamo kravu autoparvadajumiem; ADN - Eiropas Noligums par
bistamo kravu starptautiskajiem parvadajumiem pa iekSejiem ddensceliem; ASTM - Amerikas Materialu
testéSanas biedriba; ATE - akdta toksiskuma novértéjums; bw - Kermena svars; CAO — Tikai kravas lidaparati;
CAS — Kimisko vielu izzinu dienests; CLP - Kimisko vielu klasificéSana, markéSana un iepakoSana; CMR -
kancerogéna, mutagéna vai reproduktivajai sistémai toksiska viela; DIN - Vacijas Standartizacijas institata
standarts; DNEL - atvasinatie beziedarbibas limeni; DOT — Transporta departaments; Vietéjo vielu saraksts
(ASV); DSL - Sadzives kimisko vielu saraksts (Kanada); EG - Eiropas Savieniba; EN - Eiropas standarti; GHS
- ANO visparéji saskanota sistema; GLP - Laba laboratoriju prakse; HMIS - Bistamo materialu identifikacijas
sistéma; IARC - Starptautiska véza izpétes agenttra; IATA - Starptautiskad Gaisa transporta asociacija; IC50 -
pusmaksimala inhib&josa koncentracija; ICAO - Starptautiska civilas aviacijas organizacija; IMDG -
Starptautiskas jiras bistamo kravu parvadajumu direktivas; IMO - Starptautiska jdrniecibas organizacija; 1SO -
Starptautiska standartizacijas organizacija; LC50 - letala koncentracija 50 % testa populacijas; LD50 - letala
deva 50 % testéjamas populacijas (vidéja letala deva); MARPOL - Starptautiska konvencija par kugu izraisita
piesarnojuma novérsanu; MSHA - DroSibas un veselibas aizsardzibas parvalde; NOS - citadi nav noteikts;
NFPA - Nacionala ugunsdrosibas asociacija; NO(A)EC - nav novérota (nelabvéliga) ietekme Koncentracija;
NO(A)EL - nav novérots (nelabvéligas) ietekmes Iimenis; NOELR - nav novérojamas ietekmes Slodzes
fmenis; NTP - Nacionala toksikologijas programma; OECD - Ekonomiskas sadarbibas un attistibas
organizacija; PBT - noturiga, bioakumulativa un toksiska viela; (Q)SAR - (kvantitativa) struktaras aktivitates
attieciba; RCRA - Resursu saglabasanas un regeneracijas likums; REACH - Eiropas Parlamenta un Padomes
Regula (EK) Nr. 1907/2006 par kimisko vielu registréSanu, vértéSanu, licencéSanu un ierobezo$anu; RID -
Starptautiska konvencija par pasazieru parvadajumiem; RQ - daudzums, par kuru jazino; SADT -
pasSpaatrino$as sadaliSanas temperatira; SARA - Superfonda grozijumu un atkartotas apstiprindSanas akts;
SDS - droSibas datu lapa; TSCA - Toksisko vielu kontroles likums (ASV); UN-Nummer - ANO numurs bistamo
kravu parvadasanai; vPvB - loti noturigs un |oti bioakumulativs

Maisijumu klasificéSana un piemérota aprékina metode atbilstosi Regulai (EK) Nr. 1272/2008 [CLP]

Klasifikacija KlasificéSanas procedira
Aquatic Chronic 3; H412 AprékinaSanas metode
H un EUH frazu teksts (Numurs un viss teksts)

H304 Var izraistt navi, ja norij vai iek|tst elpcelos.
H314 Izraisa smagus adas apdegumus un acu bojajumus.
H317 Var izraistt alergisku adas reakciju.
H318 Izraisa nopietnus acu bojajumus.
H360F Var negativi ietekmét auglibu.
H400 Loti toksisks adens organismiem.
H410 Loti toksisks tdens organismiem ar ilgstoSam sekam.
H412 Kaitigs tdens organismiem ar ilgsto$am sekam.

Papildinformaciju
Maistjums ir klasificéts ka bistams Regulas (EK) Nr. 1272/2008 izpratné [CLP].

Informacija droSibas datu lapa atbilst misu labakajam zinaSanam spiediena pieméroSanas gadijumos.
Informacijai ir jasniedz padomus par drosu ricibu ar produktiem, kas noradrti droSibas datu lapa, tos
uzglabajot, apstradajot, trasnportéjot un utilizjot. Dati nav piemérojami citiem produktiem. Ja produkts tiek
samaisits, sajaukts vai apstradats ar citiem materialiem, vai tiek paklauti apstr'dei, droSibas datu lapa ietvertie
dati nevar tikt piemeéroti jaunproducétajam materialam, iznemot gadijumus, ja rezultati atSkiras.
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EsoSos likumus un noteikumus masu produktu lietodjam ir jaievéro uz savu atbildibu.

(Bistamo sastavdalu dati tika panemti no beidzamas speka esosas iepriekSeja piegadataja droSibas datu lapas.)
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